


Nothing takes to water like Eon’

Eon Dock & Marine products are made from a highly engineered polymer designed for water exposure featuring

an exclusive anti-static additive for safety and a heavy duty acrylic cap for added UV protection & scratch resistance.

Eon is scratch and fade resistant so its natural looking beauty lasts a lifetime. Like our famous Decking, Dock &
Marine Eon isn’t susceptible to rot or mildew and won't shrink, warp or swell.

Eon is lightweight vs. both wood and composites, virtually maintenance free and backed by 20-year pro rated
residential and 10-year pro rated commercial warranties.

¢ Anti-static additive for safety.

¢ Capped for added UV protection and scratch resistance.

¢ Available in 3 rich, natural colors: Chestnut, Coastal Gray and Redwood.
¢ Available in two thickness options

(1" x5.5" and 1.25” x 5.5").

e Eon material is 100% reprocessable. L‘)

e Clip system provides a safe and attractive

fastener-free surface.

ULTRA CLIPS

Chestnut Coastal Gray Redwood

Weather Testing: Eon™ vs. The Competition

To prove that the enduring beauty of Eon products is second to none, real-life weather testing of Eon products, natural wood aome of the
leading composites was conducted. Testing demonstrated that Eon maintains its appearance, embossed wood grain and color ovemg.
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Natural weathering testing was conducted in Florida by an independent third party material testing facility. All photography svahot using
consistent lighting and has not been adjusted or manipulated in any way.

VINYL

Eon Dock & Marine physical and mechanical properties

PHYSICAL & MECHANICAL PROPERTIES TEST METHOD TEST RESULT

Shore D hardness ASTM* D2240 D71

Self ignition temperature ASTM D1929 470C/878F

Flash ignition temperature ASTM D1929 410C/707F

Flame spread ASTM E84 175

Expansion / contraction properties ASTM D696 43 x10%in/in/F & 7.7 x 1@ in/in/C

Static coefficient of friction: dry ASTM C1028-96 0.69

Static coefficient of friction: wet ASTM C1028-97 0.79 (less slippery when wet)

Fungus resistance Eon is made of pure PS polymer and is not susceptible to fungus
Termite resistance Eon is made of pure PS polymer and is not susceptible to termites
Water absorption ASTM D1037 0.25%

Specific gravity ASTM D1622 .80 g/cm?

Modulus of elasticity ASTM D6109 1861 MPa / 270,000 psi

Modulus of rupture ASTM D6109 21.7 MPa / 3140 psi

Anti-static ASTM D257 >0.5 second decay

BOCA approved

*American Society for Testing and Materials.

Eon product comparison

CHARACTERISTIC

Fade resistant

Stain resistant

Mold and mildew resistant

Rot and termite resistant

No shrinkage and swelling from water exposure

Cap and Anti-static additive are standard

20 year pro rated Warranty

10 year pro rated Warranty (Commercial Dock & Marine)

No checking or cracking

Preserves natural forests

No sealants or waterproofing needed

Will not splinter

Available in warm natural colors — looks like wood

Slip resistant, wet or dry

Available internationally

Low thermal expansion and contraction

Weight (Ibs / lin ft.)

*Depending on the manufacturer of WPC.
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